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System performance and controlsIn this study, experimental research was conducted to investigate the performance of a small-scale
Organic Rankine Cycle (ORC) system utilising low grade heat sources to generate electric power at differ-
ent operating conditions. The experiment setup consisted of typical ORC system components, such as a
turboexpander with high speed generator, finned-tube condenser, ORC pump and plate evaporator.
R245fa was selected as a working fluid in the experimental system, considering its appropriate thermo-
sphysical properties for the ORC system and low ozone depletion potential (ODP). At constant heat sink
(ambient) parameters, extensive experiments were carried out to examine the effects of various impor-
tant parameters including heat source temperature and working fluid pump speed etc. on system perfor-
mance. Results showed that at a fixed working fluid speed, the thermal efficiency of the tested ORC
system could be improved with an increased heat source temperature. On the other hand, at a constant
heat source temperature, the working fluid pump speed could be optimised to maximise system thermal
efficiency. Both the heat source temperature and ORC pump speed were found to be important parame-
ters in determining system thermal efficiency and the component operations. The experimental out-
comes can instruct future optimal system design and controls.
 2017 The Author(s). Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).1. Introduction
The extensive consumption of fossil fuels worldwide has been
contributing increasingly towards global warming, air pollution
and the imminent energy crisis. One of the challenges of the 21st
century is to tackle the risks arising from excessive CO2 emissions
by replacing fossil fuels with renewable energy and recovered
waste heat. The waste heat sources can be divided into three main
categories according to their temperature range: high temperature
(>650 C), medium temperature (230–650 C) and low tempera-
ture (<230 C) [1]. However, statistics have shown that more than
50% of industrial waste heat is within the low-grade range [2]. One
highly recommended strategy for recovering low-grade waste heat
for power generation is to utilise appropriate thermodynamic
power cycles such as Organic Rankine Cycles (ORCs) [3,4].
The ORC functions similarly to a Clausius-Rankine steam power
plant, but instead uses an organic working fluid such as R245fa,
which is able to condense at a lower pressure and evaporate at a
higher pressure. Many studies have shown that different workingfluids can be applied in ORC systems based on their appropriate
thermophysical properties, safety, cost and environmental impact
etc. [5–8]. Nevertheless, there is no working fluid that can
meet all the above requirements. Therefore, various named meth-
ods such as the bucket effect and spinal point were used to balance
the impact and optimise selection [9]. Subsequently, eight organic
working fluids including HFE7000, R245fa and R134a etc., which
have been mostly applied and investigated in the past decade,
were chosen to evaluate, compare and finally be ranked. Moreover,
the author acknowledged that an accurate ORC working fluid selec-
tion must be driven by a specific heat source [10]. For instance,
R134a was believed to be the most suitable working fluid for
small-scale solar ORC applications [11]. In applications of geother-
mal electricity with ORC systems, R123 or n-pentane might be the
best choice for the working fluid [12]. On the other hand, since
these ORC working fluids are all pure substances and operate
under subcritical cycles, the temperature mismatch between the
hot and cold side fluids in the high pressure side heat exchanger
will increase the irreversible loss and thus affect system efficiency.
In such circumstances, using zeotropic mixtures such as R245fa/
R152a as ORC working fluids could be more feasible options
[13,14].
Nomenclature
Cp specific heat capacity (kJ/kg K)
H enthalpy (J/kg)
K thermal conductivity (W/m K)
_m mass flow rate (kg/s)
P pressure (pa)
Q heat transfer rate (W)
R rotation speed (RMP)
P pressure (pa)
Q heat transfer rate (W)
T temperature (⁰C)
DT temperature difference (K)
W work input/output (W)
g efficiency (–)
q density (kg/m3)














816 L. Li et al. / Applied Thermal Engineering 115 (2017) 815–824In an ORC system, the expander is a critical component and its
performance can determine overall system thermal efficiency.
Similar to compressors in refrigeration systems, the ORC expanders
can also be classified into two types: positive displacement such as
scroll, vane and screw, and speed ones including turboexpander or
turbine. In an application of the micro-CHP system with integrated
biomass boiler and HFE7000 ORC, a vane type of expander was
employed for experimental investigation [15]. In such a system,
the biomass boiler heated pressurised water flow to around
125 C and then indirectly evaporated and superheated the ORC
fluid. However, the system power generation and thermal effi-
ciency were 0.861 kWe and 1.41% respectively, both relatively
low but can be potentially improved by better expander and ORC
evaporator design etc. For a given heat source temperature of
105 C, experiments and simulation on an R245fa ORC with scroll
expanders of different displacements were carried out with a max-
imum system thermal efficiency of 3.2% [16]. The effects of dis-
placement values on the expander and system efficiencies may
be different. A R123 ORC test rig with a screw expander was set
up to investigate the effect of various inlet vapour dryness on the
expander efficiency [17]. The test results demonstrated that the
increased inlet vapour dryness could enhance the expander power
output but would reduce both the expander volumetric and overall
efficiencies. Compared with the scroll and screw expanders in an
ORC system, a turboexpander or turbine has a number of advan-
tages in terms of manufacturability, unit weight, stability and effi-
ciency [18]. It was reported that when a turboexpander or turbine
was used as an expander in an R123 ORC system, the expander
isentropic and system thermal efficiencies could be improved com-
pared to its scroll or screw counterparts [19]. The turboexpander
was deemed suitable for a small-scale ORC system application.
Both air-cooled and water-cooled condensers are commonly
utilised in ORC systems to release heat from the systems to heat
sinks. The water cooled condenser is relatively compact and high
efficiency but usually needs to have an extra cooling mechanism
to cool down the warmwater. The air cooled condenser is normally
a finned-tube with enhanced flexibility but a larger size, and there-
fore needs to be designed optimally for both hydraulic and heat
transfer behaviours [20].
It is known from the literature that the heat source temperature
is an important parameter in determining the appropriate selec-
tion of working fluids in an ORC system. However, the detailed
effects of the heat source temperature on the expander efficiency
and system performance need to be further investigated. In addi-
tion, the operation of an ORC system is more complicated than thatof a conventional refrigeration system. An ORC liquid pump can
take an important role in the system operations and controls but
this also needs further investigation. Accordingly, this paper intro-
duces a small-scale R245fa ORC system test rig in which a turboex-
pander and air cooled finned-tube condenser were utilised. The
effects of heat source temperatures and R245fa liquid pump speeds
on the expander efficiency and system performance have been
measured and analysed. The research outcomes can contribute sig-
nificantly to the ORC fluid selections, system component designs
and system controls.
2. Experimental system and facilities
A small-scale R245fa ORC test rig was developed in the labora-
tory at Brunel University, as shown in Fig. 1. The test system con-
sisted of two operational loops, namely heat source and ORC. In the
heat source loop, the exhaust gas from an 80 kWe CHP unit as
shown in Fig. 2c was recovered to heat a heat transfer medium,
thermal oil, through an exhaust gas-thermal oil boiler. The hot
thermal oil was then circulated via an oil circulation pump to the
R245fa evaporator and flowed back to the oil boiler to be heated
again. The thermal oil flow rate was controlled by a variable fre-
quency drive attached to the oil pump while the thermal oil (heat
source) temperature was modulated by means of the CHP power
output controls [21]. To facility the heat transfer and energy bal-
ance analysis of the R245fa evaporator, the thermal oil properties
were correlated from the manufacture’s data for the thermal oil
temperature ranging from 0 C to 340 C:
For density (kg/m3),
q ¼ 0:65035606 t þ 875:94428 ð1Þ
For specific heat capacity (kJ/kgK),
Cp ¼ 0:0036446769 t þ 1:8087169 ð2Þ
For thermal conductivity (W/mK),
k ¼ 7:2360691 105 t þ 0:13570055 ð3Þ
For kinematic viscosity (mm2/s),
l ¼ 27604:397 t1:879364 ð4Þ
The R245fa ORC loop consisted of a number of essential compo-
nents: an oil heated plate-type evaporator, R245fa turboex-
pander/turbine and power generator, finned-tube air cooled
condenser, liquid receiver and liquid pump. The liquid R245fa
was heated by the evaporator to a superheated vapour and was
Fig. 1. R245fa ORC experimental system and facilities.
Fig. 2. Photographs of the system components. (a) Turboexpander, (b) finned-tube air cooled condenser, (c) 80 kWe CHP unit.
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boexpander, which is shown in Fig. 2a, was integrated with a high
speed and permanent magnet synchronous generator. The power
generator was driven by an ABB inverter and connected to the elec-
tric grid in the campus. In addition, a bypass valve was installed in
parallel to the expander to bypass a fraction of R245fa vapour or be
used as an expansion device when necessary. From the expander
outlet, the R245fa low pressure vapour flowed directly into the
finned-tube air cooled condenser and was condensed into sub-
cooled liquid before pouring into the liquid receiver. As shown in
Fig. 2b, the condenser was suspended tightly between two upright
metal frames of a purposely built test facility. A propeller air fan
with variable speed control was installed above the heat exchanger
to maintain a passage of fixed air flow. Above this, there were a
number of smaller air fans installed oppositely along the direction
of pipe length, which would be switched on if the air on tempera-
ture was controlled to be higher than ambient. As such, part of the
hot exhaust air would flow back through the return air tunnels, the
return air grills and finally mix with the lower temperature ambi-
ent air flow. If the mixed air flow temperature was still lower than
the designed air on temperature, an electric air heater installed just
below the heat exchanger was controlled to turn on in order tomaintain the air on temperature. From the liquid receiver, the
working fluid was then pumped back to the evaporator to continue
another operation cycle. Similar to the condenser fan, the liquid
pump speed could also be controlled by a frequency drive inverter
which could modulate the working fluid flow rate and operating
pressures in the ORC cycle.
To measure extensively the performance of the system and its
main components, a temperature sensor and a pressure transducer
were installed at the inlet and outlet of each component in the ORC
system. In addition, the thermal oil and air flow inlet and outlet
temperatures were also measured respectively at the evaporator
and condenser. The measurements also included the expander
power generation and R245fa mas flow rate. For these measure-
ment instruments, each temperature was measured by a K-type
310 stainless steel sheath thermocouple with accuracy of ±0.5 C.
A pressure transducer with 0–25 bar range, ±0.3% accuracy and a
0.5 s response time was applied for the pressure measurement at
each point. All thermocouples and pressure transducers were
inserted into the pipelines and at locations close to each compo-
nent. A twin tube type mass flowmeter was used to measure the
liquid mass flow of R245fa after the pump. The flowmeter could
measure mass flow in the range of 0–6500 kg/h with an accuracy
Table 1
Main measurement instruments used in the experimental system.
Parameters Type Range Accuracy
Temperatures K-type thermocouple (10) to 1100 C ±0.5 C
Pressures AKS 32 0–25 bar ±0.3%
Flowmeter Twin tube type 0–6500 kg/h ±0.15%
Speed sensor Laser sensor 50–6000 RPM ±0.75%
Power meter Digital multimeter 1 mW–8 kW ±0.8%
Air flow meter TA465 1.27–78.7 m/s 0.15 m/s
818 L. Li et al. / Applied Thermal Engineering 115 (2017) 815–824of ±0.15%. A laser speed sensor was used to measure RPM of pump
shaft with an accuracy of ±0.75% at full scale of 50–6000 RPM. A
power meter was used for electric power measurement from out-
put of the turboexpander within an accuracy class of ±0.8%. All
meter transient output signals of the experimental data were
transmitted to computer by a National Instruments data logger
system and recorded for further analysis. In general, the detailed
specifications of the main measurement instruments used in the
system are listed in Table 1.
3. Results and discussions
After the test rig was setup, a series of experiments were con-
ducted to evaluate the performance of the ORC system with tur-
boexpander at different heat source (thermal oil) temperatures
and running speeds of ORC pump. The thermal oil temperatures
were controlled from 138 C to 156 C by modulating the CHP sys-
tem power outputs while the ORC pump speeds were varied from
630 RPM to 779 RPM by changing the ORC pump motor frequen-
cies. These settings were to guarantee the turbine inlet tempera-
tures and pressures to be within their maximum limitations
during the tests which were set as 110 C (120 C for a short per-
iod) and 14 bar respectively by the turbine manufacture. Temper-
atures, pressures, mass flow rate and other auxiliary data of
R245fa and thermal oil were measured and recorded by a dedi-
cated data logger when the system was at steady state. All relevant
fluid thermophysical properties such as enthalpy and entropy etc
were calculated by REFPROP 8.0 software [22] based on the aver-
age measured temperature and pressure at each cycle point.
3.1. The effect of the heat source temperature swing
To examine the effect of heat source (thermal oil) temperature
on the ORC system performance, the thermal oil temperature was
controlled to vary from 135 C to 160 C by modulating the CHP
power outputs. In the meantime, as listed in Table 2, all other oper-
ating parameters such as thermal oil flow rate, R245fa pump speed,
condenser air flow rate and ambient air temperature were main-
tained constants.
Subsequently, the variations of cycle point and oil outlet tem-
peratures with heat source (thermal oil) temperatures were mea-
sured and are shown in Fig. 3. The measurements demonstrated
that the thermal oil evaporator outlet temperature and R245fa
fluid temperatures at turbine inlet and outlet and condenser
inlet all increased with higher heat source temperatures. When
analysing solely the turbine inlet temperature, it is found that
the temperature increased about linearly with higher heat source
temperature when it was greater than 140 C. However, when
the heat source temperature was below 140 C, the R245fa temper-
ature just increased slightly. This illustrates that when the heat
source temperature was at 130 C the R245fa fluid was not evapo-
rated completely and higher heat source temperature was needed
to ensure a dry R245fa fluid at the evaporator outlet or the turbine
inlet. Meanwhile, both condenser and pump outlet temperatures
were not affected much by the heat source temperatures consider-ing of constant heat sink parameters and pump speed. In addition,
it is noted that the condenser outlet temperature or pump inlet
temperature was more or less the same as the pump outlet tem-
perature considering the liquid pumping process involved. Pre-
cisely, for dry turbine operations, when the heat source
temperature increased from 141 C to 155 C, the temperatures
of thermal oil outlet, turbine inlet, turbine outlet and condenser
inlet increased about 9.0 K, 25.6 K, 27.8 K and 27.8 K respectively.
The variations of cycle point pressures with heat source tem-
peratures are depicted in Fig. 4. Obviously, the working fluid pres-
sures can be separated into two groups of high and low pressure
sides. The high pressure side includes the pressures of pump outlet,
evaporator inlet, and evaporator outlet and turbine inlet while the
low pressure side includes the pressures of turbine outlet, con-
denser inlet, condenser outlet and pump inlet. The measurements
showed that the working fluid pressures at high pressure side
increased with higher heat source temperature while those at
low pressure side were not affected much by the heat source tem-
peratures. Subsequently, the pressure ratios of turbine inlet and
outlet increased with higher heat source temperatures. In addition,
the cycle point pressures at each pressure side were different indi-
cating the diverse fluid pressure drops through the connection
pipes, fittings and components with the maximum and minimum
pressure points at the pump outlet and inlet respectively in the
system. In percentage, when the heat source temperature
increased from 141 C to 155 C, the cycle point pressures of ORC
pump outlet, evaporator inlet and outlet, turbine inlet and outlet,
condenser inlet and outlet, and ORC pump inlet amplified 7.41%,
7.46%, 7.49%, 7.89%, 4.12%, 4.38%, 1.34% and 0.38% respectively.
At the fixed R245fa liquid pump speed, the R245fa mass flow
rate was measured constantly as 0.25 kg/s at different heat source
temperatures. Based on also the measured temperature and pres-
sure at each component inlet and outlet, the pump power and
evaporator and condenser capacities could be calculated at differ-
ent heat source temperatures, as shown in Fig. 5. In addition, the
actual turbine power output was measured directly with an
installed power meter which is also presented in the same Figure.
The higher heat source temperature enhanced the heat transfer of
the evaporator and thus leading to higher evaporator heat capacity.
As shown in Fig. 3, the higher heat source temperature could also
increase the working fluid temperature at the condenser inlet but
unchanged condenser outlet temperature which would therefore
increase the condenser heat output. In addition, as depicted in
Fig. 4, the higher heat source temperature raised the working fluid
pressure ratio of turbine inlet and outlet and thus the turbine
power output. However, the pump power input had the smallest
increase with the higher heat source temperature compared to
others considering the its minimum effect on the pump inlet and
outlet parameters. Quantitatively, when the heat source tempera-
ture increased from 145 C to 155 C, the percentage increase rates
of turbine power output, evaporator heat input, condenser heat
output and pump power input were 13.6%,12.7%,9.4% and 6.6%
respectively.
The isentropic efficiencies of turbine and liquid pump are calcu-
lated in Eqs. (5) and (6) respectively. The variable subscript num-
bers in these equations are corresponding to the ones indicated
in Fig. 1. As listed in Eq. (7), the turbine overall efficiency can be
calculated as a production of isentropic, mechanical and electrical
efficiencies. The overall efficiency can also be calculated as the
ratio of measured turbine power output and the turbine isentropic
power output. Accordingly, if the mechanical efficiency is assumed
as constant 0.98, the electrical efficiency can be calculated. When
mechanical and electrical efficiencies are not included in the calcu-
lations of overall efficiency for the pump, the power input of the
pump can be calculated in Eq. (8). The system thermal efficiency
can therefore be calculated as Eq. (9).
Table 2
The operating conditions for the experiment set up of thermal oil temperature swing.
Oil temperature (C) Oil flow rate (kg/s) R245fa pump speed (RPM) Condenser flow rate percentage of max fan speed (%) Ambient air temperature (C)
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Fig. 5. Variations of turbine and pump powers (including 5% error bars) and evaporator and condenser capacity with heat source (thermal oil) temperatures.
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ðh1  h2Þ
ðh1  h2;isÞ ð5Þ
gP;is ¼
ðh6  h5Þ
ðh6;is  h5Þ ð6Þ
gT;all ¼ gT;isgT;mgT;e ¼
WT
_mf ðh1  h2;isÞ ð7Þ





To demonstrate, the turbine and system thermal efficiencies at
different heat source temperatures are calculated and depicted in
Fig. 6. As presented in Fig. 4, the turbine pressure ratio increased
with higher heat source temperature leading to higher turbine
isentropic efficiency and also system thermal efficiency. However,
the overall turbine efficiency doesn’t change much with different
heat source temperatures. In percentage, when the heat source
temperature increases from 145 C to 155 C, 14.38%, 1.08%and
3.44% are increased for the turbine isentropic, overall and system
thermal efficiencies respectively. It is noted that the actual turbine
power output and system thermal efficiency are much lower than
expected which can be explained by the following reasons: (1) the
turbine pressure ratio is low due to extra high pressure drop
between turbine outlet and condenser inlet; (2) the turbine isen-
tropic and electrical efficiencies are both low indicating that fur-
ther turbine design improvements are expected.
3.2. The effect of the ORC pump speed swing
As shown in Fig. 1, an ORC liquid pump was installed after the
liquid receiver. The pump speed could be controlled so as to mod-
ulate the ORC fluid mass flow rate and pressure at the turbine inlet.
To examine the effects of variable pump speeds on the system per-
formance, a test matrix of ORC pump speed swing was designed
and is listed in Table 3. As seen in the Table, the ORC pump speed
was varied from 630 to 779 RPM while other parameters such as
thermal oil (heat source) temperature and flow rate and condenser
air (heat sink) flow rate and temperature were maintained
constants.
Based on the test matrix set up in Table 3, the variations of cycle
point and oil outlet temperatures, ORC mass flow rates with ORC
pump speeds were measured and are plotted in Fig. 7. It is under-






















Fig. 6. Variations of turbine and system thermal efficiespeed which could therefore enhance the heat transfer for the heat
exchangers in the system including evaporator and condenser. This
would emulate a higher heating capacity of each heat exchanger
including the evaporator such that the thermal oil outlet tempera-
ture decreased with ORC pump speed. Even so, the ORC evaporator
outlet (turbine inlet) temperature was lower with increased ORC
pump speed due to the fixed heat source parameters. It is also
noticed that the turbine inlet temperature decreased almost lin-
early with ORC pump speed when it was less than 730 RPM and
flattened when the pump speed increased further. This indicates
that the ORC was at saturated state and the heat source capacity
was not powerful enough to superheat the ORC fluid in the evapo-
rator when the pump speed was higher than 730 RPM. The
decreased ORC fluid temperature at turbine inlet lowered down
the fluid temperature at the turbine outlet and thus condenser
inlet. On the other hand, the ORC fluid temperatures at condenser
outlet (pump inlet) and pump outlet increased with ORC pump
speed because of the constant heat sink parameters. Subsequently,
under such heat source and sink conditions, the ORC pump speed
should not be higher than 730 RPM to ensure dry fluid to flow into
the turbine. Quantitatively, when the ORC pump speed increased
from 630 RPM to 730 RPM, the temperatures of thermal oil outlet,
turbine inlet, turbine outlet and condenser inlet decreased approx-
imately by 1.3 K, 18.9 K, 21.7 K and 21.9 K respectively. On the con-
trary, the ORC mass flow rate, ORC temperatures at condenser
outlet and pump outlet increased 14.4%, 2.3 K and 2.5 K each.
The effects of varied ORC pump speeds on the cycle point pres-
sures were measured and are plotted in Fig. 8. The pressure ratios
of turbine inlet and outlet are calculated and also presented in this
Figure. Clearly, the cycle point pressures can be classified into two
groups based on their pressure magnitudes. The high pressure
group includes the points at the ORC pump outlet, evaporator inlet
and outlet and turbine inlet while the low pressure group consists
of the locations at turbine outlet, condenser inlet and outlet and
pump inlet. The pressure difference between two neighbour points
in each group presented the pressure drop through the relevant
pipe line or component. The largest pressure drop happened across
the condenser followed by the pipework and fittings between tur-
bine outlet to condenser inlet and then over the evaporator. It is
reasonable that the ORC pump outlet pressure increased with
pump speed which led all other cycle point pressures to increase
with different scales. In percentage, when the ORC pump speed
increased from 630 RPM to 730 RPM, the cycle point pressures of
ORC pump outlet, evaporator inlet and outlet, turbine inlet and
outlet, condenser inlet and outlet, and ORC pump inlet amplified
7.97%, 7.80%, 7.82%, 7.44%, 9.66%, 8.36%, 7.64% and 5.93% respec-

























ncies with heat source (thermal oil) temperatures.
Table 3
The operating conditions for the experiment set up of ORC pump speed swing.
Oil temperature (C) Oil flow rate (kg/s) R245fa pump speed (RPM) Condenser flow rate Percentage of max fan speed (%) Ambient air temperature (C)




































































































Fig. 8. Variations of cycle point pressures (including 5% error bars) with ORC pump speeds.
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greater increase for the turbine outlet pressure.
The effects of varied ORC pump speeds on the turbine and pump
powers and evaporator and condenser capacity are shown in Fig. 9.
The turbine power outputs were measured directly while other
performance results were calculated based on the measurements
of ORC temperature, pressure and flow rate related to each compo-
nent. As explained previously, the increased ORC pump speed
would increase the ORC mass flow rate which enhanced the heat
transfers in the ORC heat exchangers including evaporator and
condenser. The evaporator heat input and condenser heat output
therefore increased with ORC pump speed. In addition, with
increased ORC pump speed, more ORC pump power input was
required. On the other hand, although the turbine power out also
increased with ORC pump speed but the increased rate is much less
than those of others due to the reduced pressure ratio of turbine
inlet and outlet and consequent turbine efficiency. It is noticed that
when the ORC speed was above 730 RPM, the ORC fluid at turbine
inlet would be wet which would reduce the increase rates of those
powers and capacities. This again highlights the importance of ORCpump speed limitation control in an ORC system. Generally, when
the ORC pump speed increased from 630 RPM to 730 RPM, the tur-
bine power output, evaporator heat input, condenser heat output
and ORC pump power input increased by 4.92%, 1.66%, 3.18% and
24.49% respectively.
The effects of varied ORC pump speeds on the turbine isentropic
and overall efficiencies and system thermal efficiency are shown in
Fig. 10. As shown in Fig. 8, the pressure ratio of turbine inlet and
outlet decreased with ORC pump speed which could directly result
in lower turbine isentropic efficiency when increasing the pump
speed. However, the turbine overall efficiency increased with
ORC pump speed indicating that the turbine electrical efficiency
increased more with greater ORC pump speed if the mechanical
efficiency could be assumed as constant. As calculated in Eq. (9),
the system thermal efficiency is a function of turbine power out-
put, ORC pump power input and evaporator heat input which were
all increased with ORC pump speed. However, the ORC pump
power input had the largest increased rate such that the system
thermal efficiency increased initially and then decreased at those








































































































Fig. 10. Variations of turbine and system thermal efficiencies with ORC pump speeds.
822 L. Li et al. / Applied Thermal Engineering 115 (2017) 815–824mal ORC pump speed where the system thermal efficiency could
be maximised.4. Control strategies
The turbine inlet superheat (temperature) and pressure are two
important parameters to be controlled in an ORC system consider-
ing their significant impacts on the system thermal efficiency.
These two parameter controls will also ensure that the turbine
temperature and pressure are always within their maximum limi-
tations and dry turbine inlet conditions. As explained in Section 3.1,
the heat source temperatures have major effects on both the tur-
bine inlet temperature and pressure. The superheat at the turbine
inlet is defined as the temperature difference of turbine inlet tem-
perature and equivalent saturated vapour temperature based on
turbine inlet pressure. From the test results, the relations between
heat source temperatures and ORC fluid superheats at turbine inlet
are shown in Fig. 11. It is seen that the heat source temperature
should increase almost linearly if higher ORC fluid superheat at
turbine inlet is needed which can be correlated as below:
ts ¼ 0:4711DTsh;T þ 144:87 ð10Þ
As demonstrated in Section 3.2, the ORC fluid pressure at tur-
bine inlet is strongly affected by the ORC fluid pump speed such
that the control function between these two parameters can beconstructed. As depicted in Fig. 12, the ORC pump speed should
increase near linearly if higher ORC fluid pressure at turbine inlet
is required which can be correlated as the following equation:RP ¼ 141:45PT;in  705:59 ð11Þ
In practice, these two functions listed in Eqs. (10) and (11) can
be used to control the ORC fluid superheat and pressure at turbine
inlet respectively. For the superheat control, two sensing parame-
ters of ORC fluid temperature and pressure at turbine inlet are
needed to modulate the heat source temperature. Meanwhile, only
one sensing parameter of ORC fluid pressure at turbine inlet is
required to modulate the pump speed.5. Conclusions
Over 50% industrial waste heats are currently classified as low-
grade, with R245fa ORC power generation systems being conven-
tional designs for low-grade energy conversions. However, further
investigations are required for ORC system operation, control and
optimisation. This paper reports experimental results on the effects
of two important operating parameters including heat source tem-
perature and ORC liquid pump speed on the performance of a
small-scale low-grade R245fa ORC system. Several useful research
outcomes have been obtained. These include:
























Superheat at turbine inlet (K)
Fig. 11. Relations between heat source temperatures and ORC fluid superheats at turbine inlet.



















Turbine  inlet pressure(bar)
Fig. 12. Relations between ORC pump speeds and ORC turbine inlet pressures.
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heat source outlet, turbine inlet and outlet and condenser
inlet all increased differently but the temperatures of the con-
denser outlet or pump inlet and pump outlet did not change
much. In addition, all the cycle point pressures and the pressure
ratio of turbine inlet and outlet increased at higher heat source
temperatures.
 At higher heat source temperatures, the turbine power output,
ORC pump power input, evaporator heat input, condenser heat
output, turbine isentropic and overall efficiencies and system
thermal efficiency all increased.
 At higher ORC pump speeds, the temperatures of thermal oil
outlet, turbine inlet, turbine outlet and condenser inlet all
decreased but the ORC mass flow rate, ORC temperatures at
condenser outlet and pump outlet were all increased. In addi-
tion, all cycle point pressures were increased but the pressure
ratio of turbine inlet and outlet was decreased.
 At higher ORC pump speeds, the turbine power output, ORC
pump power input, evaporator heat input, condenser heat out-
put and turbine overall efficiency all increased but the turbine
isentropic efficiency decreased. There was an optimal ORC
pump speed to obtain a maximum system thermal efficiency.
Furthermore, the ORC fluid superheat and pressure at the tur-
bine inlet were found to be two important parameters which can
be respectively controlled with heat source temperature and ORC
pump speed.Acknowledgements
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